APPENDIX

Useful Formulae, Tables, Memoranda, etc.
EXTRACTS FROM TYPICAL CREOSOTE OIL
SPECIFICATIONS
W. C. MITCHELL,  M.Sc.,  Forestry Branch,  Canada.
City of Toronto, Canada West.
(1)  Preservative.   The preservative to be used shall be a
product of coal-gas,, water-gas, or coke-oven tar, which shall
be free from all adulteration, and contain no raw or unfiltcred
tars, petroleum compounds, or tar products obtained from
processes other than those stated.
(2)  The specific gravity shall be not less than one and ten-
hundredths (i-io) nor more than one and fourteen-hundredths
(1*14) at a temperature of thirty-eight (38) degrees Centigrade.
(3)  Not more than three and one-half (3!) per cent, shall
be insoluble by continuous hot extraction with benzol and
chloroform.
(4)  On distillation, which shall be made exactly as described
in Bulletin No. 65 of the American   Railway  Engineering
and Maintenance of Way Association, the distillate, based on
water-free oil, shall not exceed one-half (J) of one (i) percent.,
at one hundred and fifty (150) degrees Centigrade, and shall
not be less than thirty (30) per cent, nor more than forty (40)
per cent, at three hundred and fifteen (315) degrees Centigrade.
(5)  The oil shall contain not more than three (3) per cent.
of water.
City of Minneapolis, United States.
The preservative to be used shall be a product of coal-gas,
water-gas or coke-oven tar, which shall be free from all adulter-